


72 AARNOLD §

HN2340

Elektrolokomotive Traxx, 187 009 D-BTK

HORNBY HOBBIES LTD
1= (@123 J:3'4 37 Floor, The Gateway,
HOB R IES Innovation Way, Discovery Park,

Sandwich, CT13 9FF
www.horbyinternational.com  United Kingdom

HORNBY ESPANA S.A.
Federico Chueca, s/n
28806 Alcala de Henares
Madrid, Espaiia

HORNBY ITALIA S.r.l,

25030 Castel Mella
Brescia, Italia

HORNBY FRANCE SAS, HORNBY DEUTSCHLAND GmbH, HORNBY AMERICA INC
Viale dei Caduti n® 52/a6 14, rue Saint Honoré,

78000 Versailles
France

Oeslauer Str. 36
96472 Rodental
Deutschland

3900-C2 Industry Drive
East, FIFE, WA 98424
USA

1.

2.

Zum Offnen der Lok das Gehause beidseitig spreizen
und nach oben abheben.

Nun kann der Analogstecker auf der Platine gegen einen
Digitaldecoder nach NEM 651 ausgetauscht werden.
Beachten Sie vor dem Kauf eines Decoders bitte
unbedingt die notwenigen EinbaumaBe. Die meisten
Decoder sollten mit den Werkseinstellung bereits perfekt
auf die Lokomotive abgestimmt sein. Fur etwa notwendig
werdende CV- Einstellungen und andere Anderungen
am Decoder konsultieren Sie bitte die Decoderanleitung
oder den Decoderhersteller direkt.

. Umschaltung Stromabnahme : Gleis — Oberleitung
. Bei Bedarf an diesen Stellen mit etwas Modellbahnél

oder —fett abschmieren. Bitte nicht mehr als 1 Tropfen.

. To open the locomotive please spread the body shell and

remove it.

. This way you can exchange the dummy plug on the

PCB for a digital decoder (NEM 651. Please check
the available space before buying a decoder for this
locomotive. Most decoders will work perfectly with
default settings. Nevertheless in some decoders the
settings has to be adjusted to achieve a perfect operating
mode. Please consult the decoder’s instruction sheet or
the manufacturer of the decoder directly.

. Current pick-up switching :track — catenary
. When necessary please grease the locomotive as shown

the drawing. Please use special model railway oil or
grease, and do not apply more than a drop.
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