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X.3121 - POWER BOGIE FOR DIESEL PULLMAN - R.555

—E Most parts are also applicable to R.157
51018

To remave bogie from Body.
Undo fixng screw from undersade
and partislly pull out buffers 1o
release chassis. Then remove

pivol pan,

s 1008

N

X567

NOTE: To avoid loss of magnetism when dismantling
a suitable Keeper must be applied to the magnet.

X.67 Brush Arm and Brush 5.1008 Body Fixing Screw $.3368 Collector Spring
X.112 Armature Agsembly S.1015 Pivot Pin 5.403% Pivot Bracket

X117 Wheel/Axle Assembly 5.1038 Magnet Screw 5.4060 Main Frame Casting
XN Coupling Unit 5.1077 Coupling Screw S.5096 Thrust Ball

X.217 Suppressors Assembly 5221 Collector Screw £.5104 Spherical Bearing
X.289 Collector Assembly $.30M Pivot Screw Washer $.5108 Feit Lubricating Pad
X 664 Brush Spring Assembly S3120 Brushgear Diaphragm 55141 Pale Piece

X2 Power Bogwe Complete §.3 11 Brushgear Spring $.5147 Magnet

§.3127  Spring Clip

Rt fag g trovg g mache 19 mogdels From Bme io e, [ 3 ghare pov | o reguined sfuch does not Coinoide with o urtrateon,
& Feal] deserip bon ghould b piven 3ol IF RecesEary, J tieich oF penple should sccompany the ofder,

Ad = Printed in England

SERVICE SHEET No.
i 4Limited] westwood, Margate, Kent, CT9 4JX, England. b i 0.96

Supersedes Sheets Nos. 12a & 60




