See overleaf for Tender

CLASS 8F 2-8-0 LOCOMOTIVE

List of Parts
X.1281 Pony Truck . L.6479 Underframe
X.1499 Drawbar Assembly L.6480 Rear Motion Bracket
X.2562A | Driving Wheel/Axle Assy. flanged L.6481 Front Motion Bracket
X.2648 | Cylinder Block . .
X.2649 L/H Coupling Rods $.1005 Valve Gear Screw
X.2650 R/H Coupling Rods S.1014 Coupling Rod Screw
X. 2651 L/'H Connecting Rod Assy S5.1070 Screw
X.2652 R/H Connecting Rod Assy S.1192 Screw
X.2653 L/H Link Assambly S. 1230 Body Fixing Screw
X.2654 R/H Link Assembly e : S.2014 Distance Pece . .
X.2655 Driving Wheel/Axie Assy. unflanged S$.4535 Chassis Casting
X.2656 Firebox Glow Assembly S.8911 Buffer (not ilustrated)

$.9855 Lamp Bulb

Westwood, Margate,
Kent, CT9 4JX, England.

SERVICE SHEET No. 145

Issued Seplember 1989
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See overleaf for Locomotive

TENDER FOR CLASS 8F LOCOMOTIVE

This tender mechanism also used with
Princess Class loco ‘Lady Patricia’
and Black 5 loco from mid 1989,

The wheels are - 62° Dia

The motor housing assembly b ?
s not available separately ,
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When Locomotive and Tender are coupled the
contact pin on the Tender must be firmiy pressed
down 0 that it passes through the spring contact
undernaath the Locomotive Drawbar,
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SERVICE SHEET No. 145

List of Parts
X.803 Armature Assembly . .
X.1001 | Driving Wheel — Tyred .
X.1002 | Centre Wheel — Insulated . .
X.1388 | Motor Cover Plale Assembly . .
X.1392 | Molor Chass:s Assembly . .

Couphing Unit Assembly

X. e
X. 1636 Suppressor Assembly . . . . . .
X Chassis Frame Assembly

2685
L.3004 | Coupling Hook . _
L.3064 | Brush Retaining Arm — L.H, .
L.3065 | Brush Retaining Arm — R.H. .
L3108 | Gear Retainer =
L.5424 Spur Gear — 36 Tooth
L.5442 | Coupling Bar . . :
M.1144 | Traction Tyre o :
§.1070 | Screw-Coupling Unit I
S.1147 | Screw — Brush Retaining Arm .
§.2200 | Spur Gear — 11 Tooth :
$.2326 | Axie — Quter, Steel . .
S.2451 Axle — Centre, Brass . S
S.4355 | Spoked Driving Wheel — All Metal
§.4516 | Spoked Centre Wheel — All Metal
S$.8313 | Spur Gear — 40/10 Tooth S
S$.8319 | Carbon Brush .
S.8382 | Brush Spring .
S.8784 | Vacuum Pipe
$.8911 | Buffer . .

To remove Motor Chassis Assembly
(X 1392/, prise Coupling Pin forward
with a small screwdrniver, then press
Motor Chassis Assembly out of the
Chassis Frame. The Coupling Pin
(shaded! cannot ba removed from the
Chassis Frama.
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