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CAPACITOR FITTING

Module lead

tag -

Some Modules are supplied with a separate inter- which do not include a separate capacitor do not

ference suppression capacitor which should be require one as its function has been incorporated in

connected directly across the motor brushes as the Module
shown or the Module may be damaged. Modules

Important — Booklet Diagram 34—
Note that the brush arm sleeve is

fitted on the opposite arm.

A Cover magnet with
insulating tape

Capacitor

Position capacitor so that it
clears motor armature etc.
and locomotive body.

See Booklet Diagram 34, 35 or 45 /<ce riote above

Capacitor

On tender drive locomotives

temporarily remove weight
at locomotive end only.

See Booklet Diagram 47

See Booklet Diagram either 38, 50 or 51

Enquiries regarding spares and service should be addressed to:
Rovex Service Centre, Albert Street, Ramsgate, Kent, CT11 9HD.

4/258 C /80

c Cover with
Rl T i | insulating tape

.....
-I',I

See Booklet Diagram 46

Capacitor G

Solder

\

When the capacitor wires are in position
firmly crimp the Module lead tags to
ensure good electrical connections (Not applicable to Diagram G)
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See Booklet Diagram 38 See Booklet Diagram either 36 A/B/C, 37, 48 or 49
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