Triang

As produced after Ist January, 1961

NOTE:
Traction Magnets and Steel-tyred
Driving Wheels provide this chassis

with Tri-ang Railways. . .
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magnadnesio

FEINTED IN ENCLAND

Ab

Coupling Rod with Pins (L/H}]
Coupling Rod with Pins (RfH)
Crosshead Assembly (L/H)
Crosshead Assembly (R/H)
Collector Arm with Lead
Walschaerts Gear Link Assembly
(L/H) |

Walschaerts Gear Link Assembly
(R/H)

T.V, Suppressor and Tag VWasher
Brush Lead and Clip

Flangeless Bushed Driving Yheel
with Crank Pin

Centre Axle Assembly (com-
prising 2—xX.421, 5.2000, 5.2021)

L —5.1011

Flanged Unbushed Driving
YWheel

Flanged Bushed Driving YWheel
Front and Rear Axle Assembly
{comprising X.423, X.424,
5.2001)

Cylinder Block with Guide
Rods

Smoke Generator with Lead
(without smoke pipe)
Chassis Assembly (comprising
S.2142, S.4087, 2—5.5959)
Pony Truck Securing Screw

A

[ Gavoe_

S.1005

S.1011
5.1072
S.2000
5.2001
S.2014
S.2021
5.2142
5.4087
5.5052
5.5056
5.5065
5.595%
5.5994

For Moter and Peny Trucks see Servicing Sheets Nos. | and 5b respectively.

Modifications are made ta Tri-ang Railweys models from time to time.
with the ilfustration, o full description should be given and, if necessary, a sketch or sample should

Gear Screw
Yalve Gear)
Standard Screw
Body Securing Screw
Knurled Driving Axle
Plain Driving Axle
Distance Piece

Worm YWheel (40 Teeth)
Smeke Unit Holder
Chassis Casting
Collector Diaphragm
Motion Bracket
Insulating Bush

Traction Magnet Type C
Smoke Pipe

(Walschaerts

If @ sphare part it required which does not coincids
sccompany the arder.

SERVICING SHEET

No.9a

Issued May, 1961




