Trian

LOCOMOTIVE - R.751
As produced after December, 1967
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A é:.:;: %--’T'” X.337 NOTE: When dismantling, the magnet

' ‘5[:—_—\'/ H; and pole pieces should be withdrawn
e - . through the base of the power bogie at
N | the same time as the armature assembly.

X665 To avoid loss of magnetism, a suitable

i keeper must be applied to the magnet

£,5227 5.1283 before it is separated: from the pole

pieces.
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55433

R.751/1 Locomotive Body complete X.605  Chassis and Underframe with  5.3374  Top Housing Contact Washer

with Windows, Buffersand ane ane Route Label §.3376 Power Bogie Retaining Clip
Route Label X.665  Brush Spring and Insulater S5.36T6  Weight
W 57 Brush Arm and Brush $.1055 Magnet Screw | g;:g EDWEFEBDIgiE Main Frame
: : S.1077  Coupling Screw (g”) : ogie Eyelet
2171 Pile, 2 CoUplIg LB S5.1078  Pivot Screw 5.5141 Pole Piece

XK.247  Armature Assembly (including

! S.1105 Body Securing Screw 55147  Magnet
Commutator, Worms and bear- S 1150 Wei}éht Screv% $ 5727 Hagnet Sepa Nut
Ings) $.2129 MNeon-powered Bogie Axle 5.5230 Capacitor
X.336  Axle Assembly S.2155  Pivot Nut S.5447  Traction Magnet Type B
M.337  Power Bogie §.2229 Large Round Headed Buffer 5.5452 Top Housing
X.348  Non-powered Bogie S.2271  Keeper Plate Screw 5.5453  Keeper Plate
X.525 Non-powered Bogie Frame §.3282  Insulating Washer 5.6050 ‘Wheel for Non-powered Bogie
Assembly 5.3283 Collector Unit 5.6853  Distance Fiece

Modifications are made to Tri-ong Hornby models from time to time, If 9 sphare part is required which dees mot coincide
with the illustration, a full description shoufd be given and, if necessary, a sketch or sample should accompany the arder.
We do not undertake o supply sebdrate componesrts for the parts [isted with an X prefix, vnless o sepdrate 5 part nurmber
iz ghown.
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